Abstract: This reference design (RD) is for a dual-band CDMA front-end IC that uses a PCS-band signal path for 2.5GHz LEO satellite channel and a cellular-band signal path for GlobalStar IS-95 CDMA applications. The MAX2323 LNA plus mixer for dual-band CDMA handsets is featured.

Objective: To develop an application circuit for using this dual-band triple-mode CDMA front-end IC, employing the PCS-band downconverter for the 2.5GHz LEO satellite channel and the cellular-band downconverter for IS-95 CDMA.

The emphasis of this application design was to use the PCS-band signal path for a 2.5GHz downconversion to 210MHz and to use the cellular-band signal path for IS-95 CDMA. The LNA input and output matches were redesigned completely, and a great deal of attention was paid to optimizing the IF SAW filter match at 210MHz. The MAX2323 is attractive, because the PCS LNA offers two gain steps and excellent 2GHz noise figure, suitable for LEO satellite handset design. In order to meet the frequency plan, the project requirement was to modify the FM analog and the cellular/PCS digital mixer IF matches both to 210MHz IF.

The MAX2323 low-noise amplifier (LNA) plus mixer is designed for dual-band CDMA cellular-phone handsets, but it can also be used in dual-band TDMA, GSM, EDGE, or WCDMA applications. It differs from its predecessor (the MAX2320) by adding a third "mid-gain" state for the cellular-band LNA that improves...
switchover hysteresis margin. It also comes in a smaller package (28-QFN) and offers increased third-order input intercept.

Schematic of the MAX2323 evaluation kit (PDF, 54kB)
Bill of materials, part 1
Bill of materials, part 2
LNA noise-figure test setup

<table>
<thead>
<tr>
<th>Related Parts</th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>MAX2323</td>
<td>Triple/Dual-Mode CDMA LNA/Mixers</td>
</tr>
</tbody>
</table>

More Information
For Technical Support: http://www.maximintegrated.com/support
For Samples: http://www.maximintegrated.com/samples
Other Questions and Comments: http://www.maximintegrated.com/contact

Application Note 458: http://www.maximintegrated.com/an458
REFERENCE DESIGN 458, AN458, AN 458, APP458, Appnote458, Appnote 458
Copyright © by Maxim Integrated Products
Additional Legal Notices: http://www.maximintegrated.com/legal